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M Federal E underground

n state tr surface
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E Fee I Processing
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Ropoat aummary .nd ltrtu. lor ponding enforc€ment .cdons, pemit condition!, Dlvlllon Ordet!, .nd .mondmontt:

Today's inspection was the first inspection since the snos, lefr the site that an examination of the entire site was
possible. The Utah DOGM bchnical r€viafl team visibd the Cotbnwood/Wilbery distuIbed area on May 17, 2011 as
part of the Phase ll / Phase lll bond release applicauons br he Deer Creek Mine Ninth East Porbls inspec{ion. These
portals are locabd aboye the Wilberg Mine fan in another seam.
This sib remains in Fmporary cessation status.
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REWEW OF pERtilT. PERFORMANCE STANDARaS _PERMIT CONDITION REQUIRETTEHTS

1. Substantiate the elements on this inspection by checking the appropriate performance standard.
a. For COMPLETE inspections provide narative justification for any elements not fully mspected unless element is not

apprcpriate to the sife, in which case check Not Applicable.
b. For PARTIAL inspecfions check only the elements evaluated.

2. Document any noncompliance situation by refercnce the NOV issued at the appropriate performance standard lt'sfed below.
3. Reference any nanatives written in conjunction with this inspection at the apprcpriate pefiormace standard lisfed below.
4. Provide a brief status reportfor all pnding enforcement actions, permit conditions, Divison Orders, and amendments.

1. Permits, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

MTMT
2. Signs and Markers TITtr
3. Topsoil TTtrM

4.a Hydrologic Balance: Diversions TMtrM

4.b Hydrologic Balance: Sediment Ponds and lmpoundments M TMT
4.c Hydrologic Balance: Other Sediment Control Measures trTIm

4.d Hydrologic Balance: Water Monitoring TtrTE
4.e Hydrologic Balance: Effluent Limitations TMTE
5. Explosives MMT T
6. Disposal of Excess Spoil, Fills, Benches T TTM

7. Coal Mine Waste, Refuse Piles, lmpoundments MuE tr
8. NoncoalWaste TTtrM

9. Protection of Fish. Wildlife and Related Environmental lssues E Tu T
10. Slides and Other Damage TtrMT
11. Contemporaneous Reclamation TTMtr
12. Backfilling And Grading tr trIM

13. Revegetation TtrtrE
14. Subsidence Control TETM

15. Cessation of Operations ntrTE
16.a Roads: Construction, Maintenance, Surhcing TM T T
16.b Roads: Drainage Controls TM T tr
17. OtherTransportation Facilities trnE T
18. Support Facilities, Utility Installations nMutr
19. AVS Check TM T T
20. Air Quality Permit I tr IM

21. Bonding and Insurance gU T T
22. Other II mM



Permit Number: C0150019

lnspection Type: COMPLETE

Inspection Date: Tuesday, June 14, 2011

Inspection Continuation Sheet

Page 3 of 4

l. Permlts, Ghanqe. Transfer. Renewal. Sale

The current permit issued by the State DOGM remains in effect until 2014.

4,a Hvdrolooic Balance: Divenrions

All diversions appeared capable of flowing, although none of the distubed area
ditches or culverts were carrying water during today's inspection.

4.b Hvdrclooic Balanco: S€diment Ponds and Impoundments

The first quarter impoundment inspections for the North and South MSHA ponds and
the waste rock sediment containment were performed by Mr. John Ghristensen, P.E.
and Mr. Rick Cullum, Utah registered land surveyor, on March 7 ,20'11. There were
no structural instabililies or other hazards identified during the 3ll inspec'tion. Mr.
Davis reported that a leak had been detecled with the North pond stand pipe, but that
the Permittee, utilizing Nielson Construc'tion Company had conec'ted the problem by
installing pond lining material in a circular fashion about the radius of the stand pipe
as well as around the stand pipe to a height of approximately 8 feet. The pond is now
rcpaired, with no maintenance issues pending. The 30 day inspection frequency
examinations which are conducted by Mr. Davis are current for the North and South
MSHA ponds. The North pond bottom did contain water, although its elevation was
well below the discharge elevation. The P.E. and R.L.S. certifications for all three
impoundments were completed on April 12 and 13th respestively. As obserued this
day, the waste rock site pond was dry. There were no compliance issues identified
for any of the three impounding struc'tures.

4.d Hvdroloalc Balance: Water tonitorlno

There was no flow obserued in substation canyon. Water flow off of the cliff face in
left fork was observed and estimated at approximately 100 GPM. A revieur of the
fourth quarter 2010 water monitoring data for the CoftonwoodMilberg Mine permit
area was completed by Division personnel on March 23, 2011. Two comments were
noted by that revieur; 1) the Permittee must analyze for the five year baseline
parameters for all data collec{ion poinb during the 2011 monitoring year, and 2) there
was no missing or irregular data reported for the Fourth Quarter 2010 monitoring
period.

4.e Hydrolooic Balanco: Emuent Limitations

Discharge monitoring reports were reviewed for the month of April 201 1 . Only outfall
001(Mine unter discharge at Trail Mountain Access to Cotlonwood Creek) had flow,
with no parameter exceedances occuning during April. Outfalls UPDES 0034, 0044,
005A and SUM A were reported as "no discharge".

5, Exolosives

There are no explosive or detonator storage magazines in place at this sile. All
storage occurs at the Gentral Warehouse.
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7. Goal Mine Waste. Refuse Piles. lmpoundments

The First Quarter 201 1 inspections and P.E. certifications of those reports were
completed by Mr. John Christensen, P.E. on April 12,2011, for the
CottonwoodMilberg active waste rock site as well as the old waste rock site.
Although the old waste rock site has received a Phase lll bond release from the
Division, to date, MSHA has not recognized the abandonement of the site. The
Permittee continues to inspect this faciity quarterly, thus meeting the requirements of
30 CFR 77.215 (abandonement) and R645-301-514.220 (quarterly inspections).

14. Subsidence Gontrol

The Mine was sealed in 2001, after mining operations ceased at the Trail Mountain
Mine. The Permittee continues to submit subsidence monitoring information as part
of the Annual Report, although secondary extraction at CWW ended prior to 2001.

15. Gessation of Operations

There has been no change in the operational status of this site.

18. Support Facilities. Utilitv Installationq

All power has been de-energized at the site.

21. Bonding a[d lnsurance

The general liabilily insurance at this site will expire on August 28, 2011. Current
coverage meets all requirements of the R645 Coal Mining Rules. Renewals are
made annually by the corporate risk management personnel of PacifiCorp.

22. Other

The Permittee discovered that the chain link fence protecting the Mine seal located
north of the Wilberg belt portal had been cut, and foot prints were visible inby the
fence. Mr. Davis noted this and had Mr. Les Cox check the mine seal for tampering
and repair of the chain link. Mr. Cox is a Utah certified mine examiner capable of
detecting orygen deficient atmospheres as well as combustible gas levels. The seal
had not been tampered with, and Mr. Cox repaired the fence on June 17 ,2011.


